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A Revolutionary Silver Halide 
Printer to Satisfy a Diverse 
Range of Large-Format Print 
Demands.

• Large-Format Prints

• Portraits

• Pro Lab Prints

• Photo Albums and More



A Revolutionary Silver Halide Printer
The 24-inch maximum paper width can satisfy a diverse range of large-format print demands.

External view ( unit : inches )

PP-2406 + WLP-100

Space required for
installation ( unit: inches )
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Highly Efficient Workflow

* The efficient workflow of the Noritsu Quick Access software allows you to make prints and is compatible 
with the LPS-24PRO interface.

Estimated processing capacity ( Repeat printing )

Print size width ( in inches ) Prints/hr

5 x 7 Approx. 97

8 x 10 Approx. 79

11 x 14 Approx. 61

12 x 18 Approx. 51

18 x 24  Approx. 39

20 x 16 Approx. 54

20 x 24 Approx. 38

20 x 36 Approx. 27

The specifications, information and the appearance 
of the machine in this brochure are subject to 
change without notice.

Noritsu America Corporation
6900 Noritsu Avenue 
Buena Park, California 90620-1372
 

Eastern Regional Office
336 Route 46 East 
Fairfield, New Jersey 07004-2429 
 

Latin America Regional Office
1800 N. Commerce Parkway, Suite 2
Weston, Florida 33326 
 

Noritsu Canada Ltd.
2680 Argentia Road 
Mississauga, Ontario, Canada, L5N 5V4 

Noritsu de México S.A. de C.V.
Plaza Mayorazgo de Luyando No. 7
Col. Xoco, Delegación Benito Juárez
C.P. 03330 México, D.F.
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Dual Magazine System

The LPS-24PRO allows you to utilize 2 different 
paper magazines at the same time.

The 24-inch magazine has a handle and  
casters for easy magazine replacement. 

*2 magazines of the same size  
cannot be loaded at the same time.

Our products have been manufactured 
under an ISO 9001-certified quality 
assurance system.

(800) 521-3686 x 219
www.noritsu.com

Portraits

Large-format prints

Photo albums, etc.

Countless Applications
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Space required for installation (Unit : Inches)

Specifications

Paper width
12-inch magazine : 5, 8, 10, 11, 12
24-inch magazine : 18, 20, 24 

Paper advance length
6” to 18” (for 5” width paper)

6” to 36” (for widths from 8” to 12”) 
8” to 36” (for widths from 18” to 20”)

Image formats ( Input ) BMP, JPEG, TIFF ( RGB uncompressed only ) 

Maximum image size ( Input )

When the paper advance length is  
36 inches or less : 7,418 × 10,868 pixels
When the paper advance length is  
more than 36 inches : 3,747 × 15,072 pixels

Power requirements 200-240V 1P2W (57A)

Weight ( Dry ) 
WLP-100 : Approx. 1,083 lbs.
PP-2406 : Approx. 771.6 lbs.


